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You can pull out Model A fuse by the fuse 
pulling tool. The location of the fuse 
pulling tool is shown in the figure above. 
 
If the fuse has been burned, you should 
install a new fuse to the socket. 
 
You should only install the fuse of the 
amperage specifiedon the fuse box. 
If there are no spare fuses, in emergency 
situation, you can pull out the �� DOME��  
fuse which is dispensable in general 
driving; if it has the same rating amperage, 
it can be used as substitute temporarily. 
If there is no fuse of the same amperage, 
you should choose a fuse which has lower 
amperage; and do try to get a fuse with the 
amperage as close to the rating amperage 
as possible. If you use the fuse whose 
amperage is lower than the specified value, 
it may be burned again, but this doesn�ÿ t 
mean it has a problem. You should install a 
proper fuse as soon as possible, then put 
back the substitute fuse in place. 
 
You had better to keep a set of spare fuses 
in the car for emergency use. 
 
If the new replaced fuse is burned 
immediately, the electrical system may 

have problem. You should go to the 
service store authorized by BYD for 
repair.  
 

Friendly Tips 

�z Never use a fuse whose 
amperage is higher than the rating 
amperage or use any other objects to 
replace the fuse, otherwise it may 
cause serious damage and may lead 
to fire. 

Add cleanser 

 
 
If the cleaner doesn�ÿ t work, the 
cleaner storage tank may have been 
empty; you should check the cleanser 

liquid level on the storage tank. If the 
level is lower, you should add cleanser. 
 

 
 
Pull open the storage tank cover before 
adding the cleanser. 
 
You can use water as cleanser. But in cold 
regions where the temperature is below 
freezing, you need to use the cleanser with 
antifreeze. These products are available in 
the service store authorized by BYD and 
most auto parts stores. About the mixing 
ratio with water, you can refer to the 
instruction of the manufacturer. 
Put back the cover of the storage tank after 
adding the cleanser in it.
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Notice 

 Don’t use engine antifreeze or 
other substitutes, because this will 
damage the vehicle paint. 

Replace bulb 
The following figure shows the method to 
take out the bulb. When replacing the bulb, 
please make sure that the ignition switch 
and light switch have been closed. Please 
use bulbs with the same rating power as 
the following table shows. 
 
 

Friendly Tips 

 When the bulb is hot, please 
don’t replace it to avoid burning. 

 The halogen bulb is filled with 
pressurized gas, you should be 
particularly careful. If the bulb is 
scratched or falls to ground, it may 
explode or crack. You should hold the 
plastic or metal part of bulb. Don’t 
touch the glass part of bulb with bare 
hands. 

Notice 

 You should use the bulbs as 
shown in the following table. 

 

 

When traveling in rain or when the light 
shade is wet after washing, the inside of 
lamp shade of external light such as 
headlight will temporarily fog. As the 
windshield fogging in rainy days, this fog 
isn’t a trouble as it is due to the 
temperature difference between the inside 
and the outside of light shade. But if there 
is water droplet or water pool in the 
lightshade, please contact the service store 
authorized by BYD. 
 
Low beam light 
 

 
 
1. Open the engine hood, Unplug the 

headlight connector. 

Bulbs W(watt) Model
Headlight (low 

beam) 55 H1 

Headlight (high 
beam) 55 H1 

Front fog light 55 H11 
Front parking 

light 5 W5W 

Front turn signal 
light 21 PY21W

Side turn signal 
light 5 WY5W

Rear turn signal 
light 21 PY21W

Backup light 21 P21W
Rear fog light 21 PR21W

High brake light 5*4 W5W 
License light 5 W5W 
Reading light 5 W5W 

Brake light/ rear 
parking light 21/5 P21/5W
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2. Put out the headlight dustproof 

sleeve, pull out the Low beam light 

connector. If the connector is too 
tight, please twist it. 

 

 
 

 

3. Release the bulb fixing spring and 
take out the bulb. 

 
4. Replace the bulb. 
 
The steps of installation are opposite to the  
disassembly. 
 
You don’t have to refocus after replacing 
the bulb. If you need to refocus, please 
contact the service store authorized by 
BYD. 
 
High beam light 
 

 
 
The steps of high beam is the same as the 
Low beam light, ditto. 
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Front parking light 
 

 
 
1. Put out the front parking light 

holder according to the above 
figure. 

 

 
2. Take out the bulb and replace it. 
 

Front turn signal light 
 

 
 
1. Put out the light holder according 

to the above figure. 
 

 
2. Take out the bulb and replace it. 
 

Side turn signal light 
 
The side turn signal light can’t be 
replaced, if the bulb is damaged, please 
contact the service store authorized by 
BYD to replace the assembly of side turn 
light. 
 
Rear grouped lights 
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1. Use cross screwdriver to remove 

the screws. (As shown in the figure 
above) 

 
a. Brake light / taillight 
 
b. Rear turn signal light 
 
c. Rear fog light (driver side) or 

backup light (passenger side) 

 
 

2. Remove the rear grouped light (As 
shown in the figure above) 

 

 
 
3. Remove the light holder in the       

rotation direction as shown in the 
figure above.  

 
 

4. Take out the bulb and replace it. 
 
High mounted brake light 
 

 
 
1. Use cross screwdriver to remove 

the screws.  
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2. Use flat screwdriver to unclench 

the high mounted brake light. 
 

 
3. Remove the light holder. 
 

 
 
4. Take out the bulb. 
 
The steps of installation is opposite to the  
disassembly. 
 
License light 
 
When replacing the bulb of license light, 
you should remove the assembly of license 
light in the rear bumper, then replace the 
bulb. 

 
 
 
 
 
 

Friendly Tips 

 When plugging in/out the 
connectors, if you drop the 
connectors into the installation hole 
by mistake, please contact the service 
store authorized by BYD. 
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1. Use a small flat screwdriver or the 

similar tools to unclench the 
license light. 

 
 
 
 

 
 
2. Turn the light holder 

counterclockwise and remove it. 
 
 
 
 

 
 
3. Remove the bulb. 
 
The steps of installation are opposite to the  
disassembly. 
 
 



BYD AUTO                                               F0 Owner’s Manual 
 

131 

Chapter 8 

Chapter 8 Specification of parts 

Maintenance specification...................................................................................................................................................... 132 
Fuse and relay ........................................................................................................................................................................ 133 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



BYD AUTO  F0 Owner’s Manual

132

Maintenance specification 
Engine Lubrication 

Gasoline engine oil level: 

10W-30/40  

5W—30

SG level or above 

Amount: 3L 

Specification of gear oil used by the 
transmission: 

75W—90
80W—90

80W—90 or 
80W—140

All year around the 
South

API grade GL-4 grade or above. 
Amount: 1.6-1.7L

The grease is the lithium base 
grease which is commonly used by cars. 

Air-condition system 

Refrigerant specification: 
HFC-134a

Amount: 450g 

Cooling System 

coolant specification:
-25℃, high-quality glycol coolant 

Amount: 3.5L(Liter) 

Braking System 

Brake fluid specification:
DOT3

Amount: 1.0L(Liter) 

Hydraulic steering system 
Steering fluid specification: 

ATF DEXRON Ⅲ

Amount: 0.8L(Liter)

Tires  
Tire size 

165/60 R14 75T 
Tire pressure, KPa 

220
Wheel bolt torque, N·m 

108
above-15℃

above-15℃

above-30℃

above-30℃



BYD AUTO                                               F0 Owner’s Manual 
 

133 

 
 

 

Fuse and relay 
(1) Front compartment power 

distribution 
 
1. Electric horn (10A) 
 
2. Warning light (10A) 
 
3. Void space 
 

 

4. Void space 
 
5. Reading light (15A) 
 
6. EFI control (30A) 
 
7. Front fog light(15A) (when installed) 
 
8. AM2(30A) 
 
9. Spare fuse(10A) 
 
10. Spare fuse (15A) 

11. Spare fuse (30A) 
 
12. Left front low beam light(10A) 
 
13. Left front high beam (10A) 
 
14. Right front low beam light(10A) 
 
15. Right front high beam (10A) 
 
16. ABS（60A）(when installed) 
 
17. Void space 
 
18. Cooling fan(30A) 
 
19. Headlight (40A) 
 
20. A/C magnetic clutch relay (when 

installed) 
 
21. Front fog relay(when installed) 
 
22. Cooling fan relay 
 
23. Electric horn relay 
 
24. EFI main relay 
 
25. Oil pump relay
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(2) Combination instrument part 
 
Combination instrument(Right sight) 
 

 
 
26. Spare fuse (7.5A) 
 
27. Door lock(25A) (when installed) 
 
28. Back Defroster(20A) (when installed) 
 
29. Taillight (7.5A) 
 
30. Car Diagnosis (7.5A) 

31. Air-conditioning (7.5A) (when 
installed) 

 
32. Rear fog light (7.5A) 
 
Combination instrument(Left sight) 

 
33. Audio system ACC (15A) 
 
34. IG2(15A) 
 
35. Backup light (10A) 
 

36. Brake light(10A) 
 
37. IG1(15A) 
 
38. Windscreen wiper (20A) 
 
39. ECU-IG(7.5A) 
 
Combination instrument(Back) 
 

 
 
40. Power window (30A) (when installed) 
 
41. AM1(40A) 
 
42. Blower (40A) 
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(1) Instrument panel relay part 
 

 
 
43. ACC Relay 
 
44. Blower Relay 
 
45. IG Relay 
 
46. Back Defroster Relay (when installed) 
 
 
 
 
 
 
 
 
 
 

(2) Front cabin relay part 
 

 
47. Low beam light relay 
 
48. Reserved space 
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